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1、Topology 

 

 

 

 

 

2、Configuration 

SW1: 

Console_config # bvss 

    Console_config_bvss # bvss mode normal  //Configure virtualization mode 

Console_config_bvss# bvss domain-id 1   //Configure the virtualization domain 

Console_config_bvss# bvss member-id 1  //Configure the virtualization member ID 

Console_config_bvss# bvss priority <1-255> //Configure the virtualization priority . The 

higher the value, the higher the priority 

Console_config_bvss#bvss interface 1 slot 1 port 1 group 1 

Console#write bvss-config 

 

SW2: 

    Console_config # bvss 

    Console_config_bvss # bvss mode normal  //Configure virtualization mode 

Console_config_bvss# bvss domain-id 1   //Configure the virtualization domain 

Console_config_bvss# bvss member-id 2  //Configure the virtualization member ID 

    Console_config_bvss# bvss priority <1-255> //Configure the virtualization priority . The 

higher the value, the higher the priority 

Console_config_bvss#bvss interface 1 slot 1 port 1 group 2 

Console#write bvss-config 
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3、Test Result 

 

 

 

Note: 

1、when we finished bvss configuration , we need to save it.After 

we save it , we need to reboot the machine in order to validate it . 

2、For the bvss , now we can stack up to 4 . If you have use more 

than 2 pieces , we need to set the extended mode. 

 


